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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES V 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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FIG. IB 
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FIG. 2B 
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FIG. 3B 
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FIG. 5B 




FIG. 5C 
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FIG. 6A 




FIG. 6B 




FIG. 6C 



8/17 

END920020007US1 




g FIG. 7 A 

C3 



03 




FIG. 7B 




FIG. 7C 




FIG. 8C 
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FIG. 9C 
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FIG. IOC 



12/17 
END920020007US1 



Q 

C3 
fy 

f'i 



□ 




14/17 
END920020007US1 




• 15/17 
END920020007US1 



CO 


CD 




CO 


CO 


CO 


CO 


CO 


o? 


LT3 


r— — 


r—» « 


r— «• 




1 














CO 










































E (AT = 














PASTY RANG 


0.7 Cu 


LTD 
CO 


co 

CO 


CO 


C*Nl 


CD 




A01 


CD 


C_D 


cd 


C-D 


CD 




X 


X 


X 


X 


X 




SAC ALI 


too 

oJ 
oo 


too 

CO 
C*sJ 

oo 


too 

LTD 
CVJ 

OO 


too 

r— - 

o! 
c= 
oo 


too 
cr> 

oo 



16/17 
END920020007US1 





" 1 








21- 








18- 


oo 

LxJ 






15- 




GC 


12- 










CD 


9- 




6- 






3- 




0- 




3.4 Ag 



■an 



iflft 



□ 0.02 °C/SEC COOLED 
■ AS-RECEIVED 




mm 



3.0 Ag 



2.5 Ag 



»1 




mm 



2.0 Ag 



Ag WEIGHT PERCENT IN Sn-Ag-Cu SOLDER COMPOSITION 



FIG. 15 
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Ag max WEIGHT PERCENT: SILVER 



FIG. 16 



